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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel020W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 4535.2 1m ~/+180

-150 150

-120 120

20

€30/210,113.2
—C60/240,113.8
€90/270,113.9

AVERAGE BEAM ANGEE (50%):113.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1542 1536 1542 1536 1543 1537 1543 1537 0- 10 148.0 148.0 3.26
20 1459 1456 1463 1455 1460 1457 1465 1458 10- 20 424.6 572.7 12.6
30 1331 1328 1335 1328 1330 1330 1338 1330 20- 30 645.0 1218 26.8
40 1154 1156 1161 1155 1154 1161 1167 1161 30— 40 780.5 1998 44.1
50 940.6 945.2 949.1 944.0 940.2 950.3 956.8 948.7 40- 50 813.1 2811 62
60 697.3 702.0 707.7 700.7 697.0 709.3 716.3 707.5 50- 60 738.7 3550 78.3
70 439.4 444.0 449.4 443.3 440.0 452.7 459.5 449.4 60— 70 569.6 4120 90.8
80 192.9 196.5 199.3 196.6 193.6 207.6 213.2 204.1 70- 80 339.6 4459 98.3
90 2.319 0 0 0 2.651 0 0 0 80- 90 75.94 4535 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel020W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

0 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570
5 1562 | 1561 | 1560 | 1559 | 1558 | 1557 | 1557 | 1556 | 1556 | 1556 | 1556 | 1556 | 1556 | 1555 | 1555 | 1555 | 1555 | 1556 | 1556
10 1542 | 1539 | 1538 | 1537 | 1536 | 1536 | 1535 | 1535 | 1535 | 1536 | 1536 | 1538 | 1541 | 1541 | 1541 | 1541 | 1541 | 1542 | 1542
15 1507 | 1504 | 1502 | 1501 | 1501 | 1502 | 1503 | 1505 | 1508 | 1507 | 1505 | 1504 | 1503 | 1502 | 1504 | 1502 | 1502 | 1502 | 1503
20 1459 | 1456 | 1454 | 1453 | 1455 | 1459 | 1460 | 1457 | 1456 | 1456 | 1455 | 1456 | 1456 | 1458 | 1460 | 1462 | 1461 | 1463 | 1463
25 1402 | 1397 | 1395 | 1397 | 1400 | 1399 | 1397 | 1395 | 1396 | 1399 | 1401 | 1400 | 1399 | 1398 | 1398 | 1399 | 1398 | 1399 | 1399
30 1331 | 1326 | 1324 | 1327 | 1329 | 1325 | 1325 | 1328 | 1331 | 1328 | 1326 | 1327 | 1328 | 1329 | 1330 | 1333 | 1333 | 1335 | 1335
35 1247 | 1242 | 1242 | 1247 | 1243 | 1243 | 1247 | 1245 | 1245 | 1245 | 1247 | 1250 | 1250 | 1248 | 1248 | 1248 | 1247 | 1249 | 1248
40 1154 | 1149 | 1152 | 1152 | 1150 | 1154 | 1152 | 1151 | 1154 | 1156 | 1154 | 1154 | 1155 | 1156 | 1157 | 1160 | 1160 | 1161 | 1161
45 1051 | 1047 | 1052 | 1047 | 1051 | 1049 | 1050 | 1053 | 1052 | 1052 | 1053 | 1056 | 1056 | 1055 | 1055 | 1055 | 1055 | 1055 | 1055
50 941 937 938 937 939 | 939 | 942 940 941 945 | 943 | 943 | 943 | 945 | 946 | 948 948 949 | 949
55 822 | 819 | 819 | 822 | 820 | 823 | 821 | 824 | 824 | 823 | 825 | 828 | 828 | 828 | 828 | 828 | 828 | 828 | 828
60 697 696 | 695 | 695 | 698 696 | 699 | 698 | 700 | 702 | 702 | 702 | 703 | 704 | 705 | 706 | 706 | 707 | 708
65 569 | 569 | 568 | 569 | 568 | 569 | 569 | 571 | 571 | 572 | 574 | 576 | 577 | 577 | 578 | 578 | 578 | 578 | 579
70 439 | 438 | 438 | 438 | 439 | 441 | 440 | 441 | 443 | 444 | 445 | 446 | 448 | 448 | 449 | 449 | 449 | 449 | 449
75 313 | 312 | 312 | 312 | 313 | 313 | 314 | 315 | 316 | 317 | 318 | 320 | 321 | 322 | 323 | 324 | 324 | 324 | 324
80 193 | 191 | 188 | 189 | 192 | 193 | 193 | 195 | 196 | 196 | 197 | 198 | 198 | 199 | 199 | 200 | 199 | 199 | 199
85 82.4|57.2|64.8|75.7|81.6|82.8|81.6|72.2|62.4(52.5|42.9(33.8|25.5|18.0|11.8|6.70|3.00|0.75|0.00
90 2.32(0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:07 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel020W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185

0 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570
5 1556 | 1556 | 1555 | 1555 | 1555 | 1556 | 1556 | 1556 | 1556 | 1555 | 1556 | 1556 | 1557 | 1558 | 1559 | 1560 | 1561 | 1562 | 1561
10 1543 | 1542 | 1541 | 1540 | 1539 | 1539 | 1538 | 1536 | 1536 | 1536 | 1535 | 1535 | 1535 | 1536 | 1537 | 1538 | 1540 | 1543 | 1541
15 1502 | 1502 | 1502 | 1503 | 1502 | 1502 | 1503 | 1504 | 1506 | 1507 | 1504 | 1502 | 1501 | 1501 | 1501 | 1503 | 1505 | 1508 | 1505
20 1462 | 1462 | 1461 | 1459 | 1458 | 1457 | 1456 | 1455 | 1455 | 1455 | 1457 | 1460 | 1457 | 1456 | 1455 | 1455 | 1456 | 1460 | 1456
25 1398 | 1399 | 1398 | 1398 | 1399 | 1399 | 1400 | 1402 | 1398 | 1397 | 1396 | 1395 | 1398 | 1399 | 1395 | 1395 | 1397 | 1401 | 1397
30 1334 | 1333 | 1332 | 1330 | 1329 | 1328 | 1326 | 1326 | 1328 | 1329 | 1327 | 1324 | 1324 | 1326 | 1326 | 1323 | 1324 | 1330 | 1325
35 1248 | 1248 | 1247 | 1248 | 1248 | 1248 | 1249 | 1247 | 1244 | 1243 | 1244 | 1245 | 1242 | 1241 | 1245 | 1242 | 1242 | 1247 | 1242
40 1162 | 1160 | 1159 | 1157 | 1155 | 1154 | 1153 | 1154 | 1155 | 1152 | 1150 | 1150 | 1154 | 1149 | 1150 | 1150 | 1149 | 1154 | 1149
45 1056 | 1055 | 1055 | 1055 | 1054 | 1056 | 1056 | 1052 | 1050 | 1050 | 1053 | 1048 | 1049 | 1049 | 1046 | 1050 | 1046 | 1053 | 1048
50 949 | 948 947 946 | 944 942 943 | 942 944 940 938 940 937 938 936 | 938 936 | 940 937
55 828 | 828 | 828 | 827 | 827 | 828 | 827 | 824 | 823 | 822 | 824 | 819 | 821 | 818 | 821 | 817 | 818 | 822 | 819
60 708 | 706 | 706 | 705 | 704 | 702 | 701 | 701 | 701 698 696 | 697 695 | 696 | 693 | 693 | 694 697 696
65 579 | 578 | 578 | 577 | 577 | 576 | 575 | 574 | 572 | 570 | 570 | 568 | 568 | 566 | 567 | 568 | 567 | 569 | 569
70 449 | 449 | 449 | 448 | 448 | 446 | 445 | 444 | 443 | 442 | 440 | 439 | 439 | 437 | 437 | 437 | 437 | 440 | 439
75 324 | 324 | 324 | 323 | 322 | 320 | 319 | 317 | 316 | 315 | 314 | 314 | 312 | 312 | 311 | 311 | 312 | 314 | 314
80 199 | 199 | 199 | 199 | 199 | 198 | 198 | 197 | 197 | 196 | 194 | 193 | 192 | 192 | 188 | 181 | 183 | 194 | 194
85 0.75|3.00|6.70 | 11.7 | 18.0 | 25.4 | 33.9 | 43.0 | 52.7 | 62.8 | 72.8 | 82.5 | 83.2 | 81.9 | 75.5 | 64.2 | 53.9 | 81.6 | 86.3
90 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|2.65]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:07 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel020W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--3 UNIT: cd
C (DEG)
y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280

0 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570
5 1560 | 1559 | 1558 | 1558 | 1557 | 1556 | 1556 | 1556 | 1557 | 1557 | 1556 | 1556 | 1556 | 1555 | 1556 | 1556 | 1557 | 1556 | 1556
10 1539 | 1537 | 1536 | 1535 | 1535 | 1536 | 1536 | 1537 | 1537 | 1538 | 1540 | 1541 | 1541 | 1542 | 1543 | 1543 | 1543 | 1543 | 1543
15 1503 | 1502 | 1502 | 1503 | 1503 | 1506 | 1508 | 1507 | 1506 | 1505 | 1505 | 1504 | 1504 | 1505 | 1504 | 1505 | 1504 | 1504 | 1504
20 1455 | 1455 | 1456 | 1459 | 1462 | 1459 | 1458 | 1457 | 1457 | 1458 | 1460 | 1461 | 1463 | 1464 | 1466 | 1466 | 1465 | 1466 | 1465
25 1396 | 1396 | 1400 | 1400 | 1397 | 1397 | 1398 | 1402 | 1405 | 1404 | 1403 | 1403 | 1402 | 1402 | 1402 | 1402 | 1401 | 1402 | 1402
30 1324 | 1327 | 1328 | 1326 | 1327 | 1330 | 1333 | 1330 | 1330 | 1331 | 1332 | 1334 | 1336 | 1336 | 1337 | 1338 | 1338 | 1337 | 1338
35 1243 | 1248 | 1244 | 1246 | 1249 | 1248 | 1248 | 1248 | 1251 | 1255 | 1254 | 1253 | 1253 | 1253 | 1253 | 1253 | 1253 | 1252 | 1253
40 1152 | 1152 | 1152 | 1157 | 1155 | 1155 | 1158 | 1161 | 1158 | 1159 | 1160 | 1161 | 1163 | 1165 | 1166 | 1167 | 1167 | 1166 | 1167
45 1052 | 1048 | 1052 | 1051 | 1053 | 1057 | 1055 | 1057 | 1058 | 1061 | 1063 | 1062 | 1063 | 1062 | 1062 | 1062 | 1062 | 1062 | 1062
50 939 | 940 941 942 945 | 943 | 947 950 949 | 949 | 950 952 954 955 | 956 | 957 957 957 956
55 820 | 824 | 822 | 825 | 825 | 830 | 829 | 830 | 832 | 835 | 837 | 835 | 836 | 836 | 837 | 837 | 837 | 837 | 836
60 696 | 697 | 701 | 700 | 704 | 703 | 706 | 709 | 709 | 710 | 712 | 713 | 714 | 715 | 716 | 716 | 716 | 716 | 715
65 571 | 571 | 571 | 574 | 575 | 578 | 579 | 580 | 583 | 585 | 586 | 587 | 587 | 588 | 588 | 588 | 588 | 587 | 587
70 440 | 442 | 444 | 446 | 447 | 449 | 451 | 453 | 454 | 456 | 457 | 458 | 459 | 459 | 459 | 460 | 459 | 459 | 459
75 315 | 317 | 318 | 320 | 322 | 323 | 324 | 326 | 328 | 330 | 332 | 334 | 335 | 336 | 336 | 336 | 336 | 336 | 335
80 196 | 198 | 199 | 200 | 202 | 204 | 206 | 208 | 209 | 210 | 211 | 212 | 213 | 213 | 214 | 213 | 213 | 213 | 212
85 87.3|88.8[90.5|92.1(92.1|80.5|68.9|57.6|46.8|36.7|27.5|19.4|12.6|7.20|3.22|0.81|0.00|0.81 | 3.20
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:07 September 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel020W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570 | 1570
5 1556 | 1556 | 1556 | 1556 | 1556 | 1556 | 1556 | 1556 | 1556 | 1557 | 1558 | 1558 | 1559 | 1560 | 1561
10 1542 | 1542 | 1541 | 1540 | 1538 | 1538 | 1537 | 1536 | 1536 | 1536 | 1536 | 1536 | 1537 | 1538 | 1540
15 1505 | 1504 | 1504 | 1505 | 1505 | 1507 | 1508 | 1509 | 1507 | 1504 | 1502 | 1502 | 1502 | 1503 | 1504
20 1463 | 1462 | 1462 | 1460 | 1459 | 1458 | 1458 | 1459 | 1459 | 1461 | 1459 | 1457 | 1455 | 1454 | 1456
25 1401 | 1402 | 1402 | 1402 | 1405 | 1405 | 1401 | 1400 | 1397 | 1398 | 1400 | 1400 | 1397 | 1396 | 1397
30 1336 | 1335 | 1333 | 1332 | 1330 | 1330 | 1330 | 1333 | 1329 | 1327 | 1327 | 1328 | 1328 | 1325 | 1326
35 1253 | 1252 | 1253 | 1253 | 1254 | 1251 | 1248 | 1247 | 1248 | 1249 | 1244 | 1244 | 1248 | 1243 | 1243
40 1165 | 1163 | 1160 | 1159 | 1158 | 1158 | 1161 | 1157 | 1154 | 1154 | 1156 | 1151 | 1152 | 1152 | 1149
45 1061 | 1061 | 1061 | 1061 | 1061 | 1058 | 1055 | 1055 | 1057 | 1052 | 1051 | 1051 | 1050 | 1053 | 1048
50 955 | 952 | 951 | 949 | 948 | 948 | 949 | 944 | 943 | 945 | 941 | 940 | 939 | 940 | 938
55 836 | 835 | 834 | 835 | 833 | 830 | 828 | 827 | 827 | 823 | 825 | 821 | 823 | 820 | 820
60 714 | 712 | 711 | 709 | 708 | 707 | 707 | 704 | 702 | 702 | 699 | 700 | 696 | 696 | 697
65 586 | 585 | 585 | 583 | 582 | 580 | 577 | 576 | 576 | 573 | 571 | 570 | 570 | 569 | 569
70 458 | 457 | 456 | 455 | 453 | 451 | 449 | 448 | 445 | 444 | 444 | 441 | 440 | 439 | 439
75 334 | 333 | 332 | 330 | 327 | 325 | 323 | 321 | 319 | 318 | 316 | 316 | 314 | 313 | 313
80 212 | 211 | 210 | 209 | 207 | 206 | 204 | 202 | 200 | 198 | 197 | 196 | 194 | 194 | 193
85 7.15|12.5|19.2 | 27.1 | 36.0 | 45.7 | 56.0 | 66.7 | 77.4 | 87.9 | 88.1 | 86.6 | 85.3 | 83.3 | 83.7
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 1.0DEG V(B) Interval: 5.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 September 2022 Remarks:



