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LAMP PHOTOMETRIC REPORT

MODEL: 98DUBLIN100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 6052.0 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3044 3037 3028 3028 3037 3050 3047 3046 293.9 293.9 4.86

2855 2843 2840 2846 2861 2877 2870 2864 834.7 1129 18.6

2589 2557 2568 2596 2624 2646 2644 2625 1266 2394 39.6

1774 1704 1694 1784 1874 1960 1953 1896 1421 3815 63

1063 999.7 1003 1050 1139 1166 1165 1139 1100 4914 81.2

437.2 414.0 411.4 426.5 481.1 520.2 535.7 475.7 677.6 5592 92.4

212.0 204.1 196.7 206.4 214.8 218.6 215.4 217.7 312.4 5905 97.6

53.31 46.53 40.41 46.65 53.24 48.82 49.66 50.62 132.1 6037 99.7

1.606 1.655 1.641 1.626 1.341 1.305 1.278 1.331 15.41 6052 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3116

5 3101

10 3044

15 2960

20 2855

25 2739

30 2589

35 2261

40 1774

45 1383

50 1063

55 718

60 437

65 303

70 212

75 128

80 53.3

85 10.3

90 1.61

10

3116

3101

3044

2959

2854

2738

2582

2249

1764

1384

1053

708

430

302

211

128

55.9

10.2

1.62

20

3116

3101

3043

2958

2849

2733

2572

2223

1740

1352

1031

685

420

299

209

125

52.4

8.99

1.65

30

3116

3101

3045

2957

2849

2735

2571

2217

1728

1348

1009

679

422

298

208

123

50.5

7.99

1.67

40

3116

3097

3037

2952

2844

2727

2557

2197

1707

1319

1010

663

411

295

205

119

47.2

6.92

1.66

50

3116

3098

3036

2951

2842

2725

2556

2193

1702

1329

990

666

417

295

203

117

45.9

6.30

1.65

60

3116

3094

3032

2945

2839

2724

2550

2180

1689

1314

998

660

412

293

200

113

43.4

5.27

1.64

70

3116

3095

3031

2946

2840

2726

2554

2186

1693

1325

996

665

415

293

199

112

42.3

4.60

1.65

80

3116

3092

3027

2939

2835

2722

2553

2180

1683

1319

984

658

412

291

195

109

40.3

4.00

1.64

90

3116

3094

3028

2943

2840

2729

2568

2197

1694

1323

1003

662

411

294

197

110

40.4

3.92

1.64

100

3116

3091

3026

2940

2839

2727

2571

2206

1699

1324

980

651

409

293

196

109

40.0

3.92

1.64

110

3116

3093

3027

2941

2841

2732

2582

2234

1728

1336

1008

663

413

296

200

112

41.9

4.52

1.63

120

3116

3089

3024

2941

2842

2730

2583

2247

1745

1353

1006

665

414

296

202

114

42.9

5.11

1.62

130

3116

3093

3028

2943

2845

2738

2594

2276

1777

1388

1044

689

424

300

206

118

46.1

6.04

1.62

140

3116

3091

3029

2946

2848

2738

2599

2291

1792

1389

1055

701

429

300

207

120

47.2

6.54

1.63

150

3116

3092

3029

2949

2852

2742

2608

2320

1816

1412

1078

732

443

302

210

124

49.5

7.42

1.62

160

3116

3095

3033

2950

2853

2746

2615

2336

1830

1404

1092

749

450

304

211

125

50.9

8.26

1.61

170

3116

3097

3039

2957

2858

2752

2625

2361

1856

1440

1113

780

466

307

213

128

54.0

9.37

1.58

180

3116

3096

3037

2956

2861

2752

2624

2367

1874

1439

1139

803

481

310

215

129

53.2

9.77

1.34

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3116

5 3097

10 3040

15 2962

20 2865

25 2756

30 2629

35 2376

40 1890

45 1459

50 1141

55 810

60 486

65 310

70 215

75 128

80 50.1

85 8.70

90 1.33

200

3116

3101

3047

2968

2870

2764

2640

2394

1924

1477

1166

830

500

313

218

130

51.4

8.31

1.33

210

3116

3100

3047

2972

2873

2765

2644

2405

1934

1482

1152

828

505

313

218

128

49.6

7.56

1.33

220

3116

3103

3050

2974

2878

2770

2647

2422

1960

1488

1169

851

506

317

220

129

48.4

7.02

1.31

230

3116

3104

3049

2972

2875

2768

2645

2423

1961

1489

1162

838

534

318

218

128

49.2

7.78

1.30

240

3116

3101

3049

2973

2876

2766

2645

2430

1974

1502

1177

861

520

320

219

128

52.1

7.89

1.28

250

3116

3101

3048

2971

2874

2764

2644

2426

1965

1496

1169

857

539

318

217

125

50.5

7.16

1.27

260

3116

3102

3049

2971

2874

2764

2644

2432

1968

1492

1178

865

531

321

217

126

50.7

6.89

1.28

270

3116

3102

3047

2969

2870

2761

2644

2427

1953

1478

1165

857

536

318

215

124

49.7

6.44

1.28

280

3116

3102

3047

2967

2869

2763

2643

2423

1956

1481

1165

846

512

320

217

125

50.5

6.86

1.28

290

3116

3104

3045

2965

2868

2761

2640

2405

1938

1478

1159

823

499

317

217

125

50.5

7.28

1.29

300

3116

3103

3045

2964

2869

2761

2634

2392

1931

1487

1155

819

491

317

218

128

52.3

8.09

1.30

310

3116

3102

3045

2963

2865

2757

2628

2371

1906

1463

1147

797

480

314

217

128

51.7

8.28

1.32

320

3116

3105

3046

2961

2863

2756

2623

2356

1887

1458

1131

787

471

313

218

129

49.6

7.47

1.34

330

3116

3103

3042

2958

2860

2750

2614

2330

1854

1421

1113

760

459

308

216

128

50.2

7.74

1.38

340

3116

3102

3045

2962

2859

2748

2612

2318

1831

1426

1097

752

454

307

216

129

52.1

8.61

1.39

350

3116

3103

3045

2961

2856

2745

2604

2288

1796

1388

1086

737

442

304

213

128

50.8

8.87

1.38

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:


