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LAMP PHOTOMETRIC REPORT

MODEL: 98DUBLIN150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 8927.2 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

4423 4419 4428 4439 4444 4454 4459 4439 429.2 429.2 4.81

4184 4188 4183 4179 4166 4176 4197 4190 1220 1650 18.5

3867 3853 3803 3787 3788 3815 3846 3860 1855 3505 39.3

2931 2906 2821 2673 2596 2634 2757 2899 2128 5632 63.1

1689 1660 1602 1507 1461 1465 1534 1643 1631 7263 81.4

714.9 720.9 663.5 648.0 627.2 632.0 641.3 691.4 976.2 8239 92.3

320.7 314.8 307.3 305.0 309.4 314.7 316.6 320.9 460.6 8700 97.5

84.80 79.10 72.44 77.99 84.80 80.22 80.21 80.03 200.1 8900 99.7

2.291 2.321 2.320 2.419 2.140 2.121 2.004 2.004 27.16 8927 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4555

5 4512

10 4423

15 4314

20 4184

25 4037

30 3867

35 3579

40 2931

45 2211

50 1689

55 1184

60 715

65 464

70 321

75 192

80 84.8

85 18.9

90 2.29

10

4555

4509

4419

4314

4188

4039

3869

3575

2940

2227

1701

1190

719

468

322

192

87.4

19.0

2.31

20

4555

4508

4419

4312

4183

4037

3865

3560

2923

2222

1694

1167

713

467

318

188

84.8

17.3

2.31

30

4555

4508

4422

4316

4190

4043

3868

3561

2925

2216

1693

1193

732

468

318

190

83.4

15.4

2.32

40

4555

4508

4418

4312

4188

4040

3855

3545

2909

2181

1657

1172

718

461

315

186

79.4

13.4

2.32

50

4555

4510

4421

4316

4188

4040

3851

3538

2902

2171

1662

1183

724

458

315

185

78.8

12.6

2.32

60

4555

4508

4418

4312

4184

4029

3827

3508

2872

2143

1665

1187

706

449

309

181

74.8

11.2

2.31

70

4555

4513

4427

4317

4186

4034

3820

3497

2868

2160

1647

1166

692

448

309

179

74.2

11.8

2.32

80

4555

4512

4422

4314

4183

4025

3803

3472

2836

2146

1622

1117

670

445

306

176

71.5

11.0

2.32

90

4555

4518

4428

4317

4183

4023

3803

3461

2821

2133

1602

1116

664

445

307

177

72.4

11.0

2.32

100

4555

4519

4433

4317

4179

4018

3797

3444

2773

2101

1565

1069

649

442

306

175

71.5

10.9

2.33

110

4555

4524

4439

4324

4183

4023

3804

3440

2755

2086

1558

1059

650

443

306

178

73.9

11.8

2.34

120

4555

4525

4439

4319

4177

4015

3793

3416

2717

2052

1534

1054

641

438

304

178

73.9

12.2

2.37

130

4555

4525

4438

4321

4180

4016

3789

3412

2697

2040

1517

1034

653

441

306

181

77.5

13.4

2.40

140

4555

4529

4441

4320

4178

4015

3784

3393

2649

2003

1497

1032

643

438

304

181

78.5

14.1

2.43

150

4555

4533

4447

4325

4185

4022

3798

3390

2629

1974

1500

1044

648

439

306

184

81.5

15.6

2.45

160

4555

4531

4438

4314

4174

4012

3792

3363

2595

1947

1448

1004

637

438

304

183

82.1

16.4

2.45

170

4555

4538

4448

4319

4177

4017

3798

3363

2597

1951

1458

1003

629

440

307

185

84.1

17.9

2.45

180

4555

4540

4444

4311

4166

4006

3788

3347

2596

1958

1461

999

627

441

309

187

84.8

18.6

2.14

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 4555

5 4540

10 4442

15 4307

20 4165

25 4000

30 3780

35 3330

40 2587

45 1963

50 1448

55 977

60 616

65 442

70 309

75 186

80 81.0

85 17.1

90 2.13

200

4555

4543

4448

4311

4163

4003

3789

3346

2604

1980

1464

984

622

445

313

189

83.6

16.6

2.14

210

4555

4543

4447

4310

4162

4003

3794

3353

2609

1973

1459

981

621

444

312

188

81.2

15.7

2.14

220

4555

4542

4449

4319

4171

4010

3808

3386

2633

1983

1466

991

632

447

315

189

82.0

14.9

2.13

230

4555

4546

4459

4327

4180

4020

3823

3408

2636

1981

1464

996

632

446

314

187

78.5

14.0

2.11

240

4555

4546

4462

4336

4193

4026

3834

3443

2658

2002

1507

1039

645

450

316

189

79.8

14.8

2.09

250

4555

4542

4462

4340

4192

4024

3836

3451

2678

2026

1508

1023

642

450

315

186

80.5

15.3

2.06

260

4555

4544

4462

4345

4201

4033

3843

3481

2733

2070

1524

1031

648

455

317

188

81.8

15.5

2.03

270

4555

4539

4459

4343

4197

4030

3846

3500

2757

2072

1534

1040

641

454

317

187

80.2

14.9

2.00

280

4555

4541

4462

4345

4201

4040

3857

3537

2809

2099

1554

1046

657

461

321

189

82.1

15.5

2.00

290

4555

4536

4453

4337

4197

4037

3858

3553

2841

2116

1559

1051

651

458

320

189

81.5

15.5

2.00

300

4555

4531

4448

4334

4195

4037

3861

3575

2876

2151

1604

1096

670

461

322

192

80.4

15.4

2.00

310

4555

4528

4440

4325

4192

4036

3860

3582

2886

2169

1628

1103

681

462

320

190

78.4

14.2

2.00

320

4555

4525

4437

4325

4188

4034

3861

3594

2913

2185

1659

1161

701

463

322

191

81.7

15.0

2.01

330

4555

4519

4429

4319

4183

4028

3860

3597

2910

2163

1686

1191

714

461

320

190

81.1

15.7

2.01

340

4555

4516

4425

4320

4187

4033

3860

3598

2933

2181

1678

1202

729

465

322

192

83.5

16.6

2.00

350

4555

4516

4429

4322

4190

4038

3866

3589

2932

2198

1676

1181

710

463

320

191

81.9

17.0

1.98

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:


