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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 14132 lm


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 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

6334 6403 6361 6231 6080 6041 6109 6213 596.8 596.8 4.22

6188 6304 6216 6033 5779 5703 5775 5950 1732 2329 16.5

5629 5730 5706 5643 5377 5226 5270 5395 2667 4996 35.4

4595 4814 4833 4849 4599 4435 4392 4510 3185 8181 57.9

2978 3378 3604 3688 3492 3366 3185 3021 3120 11301 80

804.5 850.4 1139 1448 1513 1281 881.7 758.6 1996 13297 94.1

304.0 317.0 289.3 322.1 307.7 292.5 286.9 311.7 535.4 13832 97.9

141.4 134.1 128.3 129.3 131.1 134.7 141.3 145.2 231.6 14064 99.5

4.293 4.120 3.815 3.641 3.666 4.308 3.665 3.574 67.90 14132 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6283

5 6324

10 6334

15 6286

20 6188

25 5999

30 5629

35 5155

40 4595

45 3931

50 2978

55 1683

60 805

65 416

70 304

75 221

80 141

85 56.4

90 4.29

10

6283

6347

6366

6332

6235

6049

5687

5215

4664

4020

3064

1742

724

423

305

221

144

55.0

4.28

20

6283

6354

6385

6366

6284

6076

5711

5250

4712

4090

3130

1796

744

434

314

225

145

53.8

4.25

30

6283

6360

6398

6382

6309

6107

5725

5276

4768

4158

3242

1896

786

440

324

228

141

51.9

4.20

40

6283

6356

6396

6391

6311

6113

5732

5279

4790

4224

3322

1992

822

437

319

227

136

49.5

4.15

50

6283

6361

6409

6397

6298

6107

5729

5283

4838

4282

3434

2112

878

437

315

224

133

49.1

4.09

60

6283

6359

6403

6385

6278

6085

5711

5262

4839

4298

3514

2218

930

439

312

218

133

48.8

4.01

70

6283

6354

6396

6359

6256

6068

5694

5262

4830

4322

3556

2333

1012

443

309

214

135

49.9

3.93

80

6283

6348

6371

6343

6228

6049

5686

5257

4811

4304

3579

2395

1066

444

296

208

134

51.8

3.87

90

6283

6337

6361

6321

6216

6037

5706

5286

4833

4311

3604

2499

1139

444

289

202

128

52.0

3.81

100

6283

6315

6324

6281

6183

6017

5720

5318

4849

4339

3659

2606

1206

449

289

202

128

52.6

3.77

110

6283

6310

6310

6257

6157

6004

5740

5357

4909

4399

3742

2728

1305

471

302

209

135

54.5

3.73

120

6283

6294

6273

6218

6114

5972

5718

5365

4918

4406

3742

2762

1358

488

314

213

133

53.2

3.68

130

6283

6279

6254

6182

6067

5911

5676

5333

4885

4361

3712

2778

1427

512

320

216

130

54.6

3.64

140

6283

6260

6208

6131

5999

5825

5610

5258

4813

4296

3665

2783

1470

529

324

217

128

56.2

3.64

150

6283

6229

6167

6073

5937

5753

5524

5176

4747

4242

3635

2783

1510

544

330

222

134

56.8

3.66

160

6283

6228

6142

6024

5874

5693

5471

5126

4691

4184

3590

2765

1503

544

329

221

138

57.8

3.74

170

6283

6202

6105

5972

5826

5636

5411

5082

4650

4130

3542

2737

1507

542

319

214

137

61.0

3.91

180

6283

6190

6080

5941

5779

5588

5377

5040

4599

4079

3492

2714

1513

534

308

206

131

60.6

3.67

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 6283

5 6191

10 6066

15 5918

20 5756

25 5556

30 5314

35 4993

40 4569

45 4028

50 3452

55 2685

60 1483

65 519

70 302

75 204

80 133

85 60.7

90 4.03

200

6283

6184

6055

5907

5727

5520

5275

4936

4517

4006

3436

2688

1461

504

304

209

137

62.6

4.25

210

6283

6177

6044

5897

5710

5495

5240

4902

4471

3954

3415

2675

1405

473

301

210

136

60.4

4.20

220

6283

6172

6035

5890

5703

5484

5228

4891

4448

3926

3378

2635

1337

450

294

210

135

61.2

4.31

230

6283

6174

6047

5899

5704

5478

5225

4885

4423

3910

3354

2542

1226

433

291

210

134

61.5

4.30

240

6283

6173

6049

5903

5714

5483

5232

4878

4406

3889

3321

2458

1127

425

295

211

139

61.5

4.12

250

6283

6184

6062

5918

5725

5499

5241

4860

4370

3843

3258

2316

1021

415

293

210

142

63.6

4.05

260

6283

6195

6089

5947

5747

5524

5254

4866

4371

3823

3193

2207

947

408

287

210

145

65.3

3.88

270

6283

6214

6109

5979

5775

5555

5270

4873

4392

3838

3185

2134

882

401

287

210

141

63.5

3.66

280

6283

6217

6124

5982

5802

5580

5293

4897

4428

3884

3192

2064

839

404

294

216

148

64.2

3.54

290

6283

6233

6146

6011

5835

5614

5311

4917

4456

3901

3158

1954

775

406

304

222

150

62.9

3.50

300

6283

6244

6175

6048

5886

5658

5336

4943

4481

3924

3115

1856

742

408

310

226

149

60.6

3.52

310

6283

6265

6199

6088

5924

5701

5370

4969

4500

3916

3042

1755

820

410

309

227

145

60.4

3.56

320

6283

6273

6228

6118

5976

5758

5420

5007

4521

3918

3000

1739

697

413

314

232

146

60.0

3.59

330

6283

6280

6245

6160

6021

5811

5476

5037

4524

3886

2942

1655

785

418

321

235

151

56.9

3.60

340

6283

6310

6284

6207

6076

5885

5547

5094

4550

3889

2946

1695

689

424

323

236

155

57.4

3.60

350

6283

6316

6303

6245

6133

5941

5591

5124

4570

3898

2946

1657

793

423

313

230

152

59.1

3.58

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:


