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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 12369 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3788 3617 3448 3386 3352 3232 3245 3547 326.2 326.2 2.64

4646 3976 3595 3415 3502 3251 3149 4077 1011 1337 10.8

5844 4803 3559 3750 3966 3547 3132 4871 1830 3167 25.6

6896 3770 899.5 2957 4830 4006 3050 5778 2605 5772 46.7

7840 807.6 378.5 611.7 6422 4414 379.8 6445 2819 8591 69.5

5522 332.6 253.0 306.5 7187 537.4 251.0 1334 2439 11031 89.2

272.2 185.0 124.7 172.1 600.7 197.9 160.7 219.7 1148 12179 98.5

54.65 50.31 59.65 48.28 69.18 83.81 88.99 95.69 155.7 12335 99.7

11.68 5.912 1.328 5.508 7.178 1.886 4.881 1.854 34.27 12369 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3385

5 3532

10 3788

15 4175

20 4646

25 5228

30 5844

35 6394

40 6896

45 7494

50 7840

55 7298

60 5522

65 1949

70 272

75 120

80 54.6

85 15.0

90 11.7

10

3385

3529

3770

4133

4554

5079

5643

6178

6929

7432

7085

5676

3186

847

227

126

58.6

15.3

12.2

20

3385

3529

3737

4043

4417

4865

5387

6115

6728

6537

5325

3173

1135

322

187

122

61.1

14.0

11.5

30

3385

3520

3687

3927

4248

4618

5187

5852

5904

4915

3021

1111

436

271

186

125

59.8

13.2

9.75

40

3385

3508

3640

3813

4066

4432

4993

5204

4561

2877

1069

511

354

260

185

119

49.0

13.5

7.29

50

3385

3494

3595

3706

3887

4252

4613

4303

2979

1245

546

404

311

245

185

114

51.6

10.9

4.53

60

3385

3481

3550

3620

3758

4105

4170

3393

1792

622

448

356

282

222

178

137

71.0

10.5

2.21

70

3385

3464

3506

3560

3682

3983

3836

2760

1218

510

406

328

266

213

173

124

74.4

15.8

1.38

80

3385

3449

3470

3502

3641

3915

3621

2401

961

471

384

315

257

205

141

96.0

63.3

18.5

1.33

90

3385

3438

3448

3466

3595

3853

3559

2338

900

461

378

312

253

199

125

96.5

59.6

16.1

1.33

100

3385

3422

3430

3439

3538

3831

3593

2434

946

463

375

309

250

196

127

90.9

59.6

20.6

1.35

110

3385

3407

3406

3403

3490

3789

3676

2681

1175

488

383

312

251

199

156

104

64.6

19.2

1.44

120

3385

3392

3390

3403

3463

3665

3736

3062

1639

577

407

328

262

203

160

120

68.8

12.5

2.27

130

3385

3382

3388

3414

3429

3520

3782

3518

2456

1051

470

362

286

223

165

110

49.5

12.8

4.31

140

3385

3370

3384

3409

3402

3446

3718

3911

3457

2167

753

434

327

248

179

115

47.0

15.8

6.70

150

3385

3361

3384

3413

3417

3493

3663

4087

4269

3746

2324

788

402

273

186

126

60.9

15.9

8.82

160

3385

3355

3382

3418

3451

3563

3734

4052

4661

4997

4521

2952

1148

377

215

133

68.7

16.6

10.3

170

3385

3342

3365

3420

3486

3635

3846

4158

4636

5426

6019

5779

4111

1805

362

170

74.4

19.7

10.9

180

3385

3331

3352

3408

3502

3703

3966

4352

4830

5468

6422

7282

7187

4708

601

251

69.2

17.7

7.18

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3385

5 3323

10 3327

15 3383

20 3490

25 3689

30 3996

35 4438

40 4942

45 5583

50 6330

55 7155

60 8106

65 7422

70 1052

75 324

80 114

85 16.3

90 5.60

200

3385

3311

3300

3337

3442

3645

3944

4377

4925

5586

6386

7422

8766

6717

1176

199

81.0

20.9

3.92

210

3385

3297

3270

3288

3375

3552

3822

4202

4695

5315

6243

7657

6167

2204

292

171

83.8

28.3

2.67

220

3385

3294

3245

3241

3299

3425

3641

3934

4272

4751

5789

4302

749

311

216

148

82.5

33.5

2.00

230

3385

3285

3219

3187

3202

3293

3454

3610

3740

4195

3039

451

325

240

180

133

85.1

40.8

1.77

240

3385

3286

3204

3138

3139

3182

3271

3320

3353

3080

652

359

273

210

167

131

97.2

51.6

1.80

250

3385

3290

3201

3122

3096

3127

3162

3108

3085

1961

408

314

252

202

162

125

95.3

59.6

3.30

260

3385

3302

3210

3135

3096

3119

3121

3063

3072

1411

386

304

249

201

162

116

90.0

65.9

6.99

270

3385

3319

3245

3182

3149

3159

3132

3035

3050

1257

380

301

251

206

161

116

89.0

58.4

4.88

280

3385

3339

3288

3256

3257

3289

3269

3124

2986

1393

391

314

256

209

169

125

99.4

62.2

6.29

290

3385

3360

3346

3371

3422

3517

3565

3479

3342

1960

436

336

269

217

176

143

114

70.5

2.60

300

3385

3387

3424

3515

3661

3849

4030

4143

4216

3716

711

403

302

234

186

150

119

44.8

1.63

310

3385

3422

3509

3686

3942

4253

4615

4979

5337

6029

4800

822

391

278

203

154

99.7

32.0

1.64

320

3385

3450

3586

3847

4213

4634

5127

5700

6220

6917

8089

6506

2276

444

237

152

91.7

36.2

2.07

330

3385

3476

3663

3984

4425

4923

5515

6177

6687

7271

8133

8843

6378

2049

360

161

79.6

20.4

3.40

340

3385

3503

3725

4092

4568

5112

5763

6400

6867

7370

7759

8068

7587

4038

451

136

56.5

12.4

5.59

350

3385

3516

3769

4155

4637

5201

5842

6424

6877

7316

7613

7620

6972

3587

229

109

49.5

10.8

7.91

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:


