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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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Classification:

IES:Type I - Short
CIE:Narrow - Short

CIE:Full cut-off
IES:Cut-off

Max.At80:7.229cd/klm
Max.At90:1.045cd/klm
Max.80-90:7.229cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   7798

90%   7018

80%   6239

70%   5459

60%   4679

50%   3899

40%   3119

30%   2339

20%   1560

10%    780

 5%    390

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 35.42 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90
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 120 110-120
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3950 3756 3574 3571 3587 3521 3525 3761 343.2 343.2 2.66,2.86

4810 4029 3454 3639 3968 3714 3544 4182 1076 1419 11,11.8

5928 4242 3286 3643 4705 3955 3367 4619 1883 3302 25.6,27.5

6777 4637 2120 3837 5685 4238 2703 5077 2728 6030 46.8,50.3

7330 2323 344.7 1704 6828 3120 347.2 3429 2992 9022 69.9,75.2

6730 340.4 206.8 317.6 7493 362.5 218.1 444.5 2536 11557 89.6,96.3

515.7 145.1 103.2 147.6 1297 161.3 131.1 177.1 1168 12726 98.7,106

55.47 48.89 50.65 49.80 67.60 58.85 65.80 61.46 145.0 12871 99.8,107

12.54 4.456 1.167 3.862 8.639 2.224 1.775 2.443 27.85 12899 100,107

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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ISOCANDELA DIAGRAM

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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Imax:7785(H48.5,V23.5)
 (At:C=340.0,Gamma=52.5)
UNIT: cd

10% 778.5
20% 1557
30% 2336
40% 3114
50% 3893
60% 4671
70% 5450
80% 6228
90% 7007

MAX = 7785.5 
MIN = 3362.2 
AVG = 4956.2 
AVG/MAX = 0.64
MIN/MAX = 0.43

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LCS REPORT

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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BUG REPORT

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1639 12.7

FM - Front-Medium(30-60) 3889.4 30.2

FH - Front-High(60-80) 543.1 4.2

FVH - Front-Very High(80-90) 12.123 0.1

Total Forward Light 6083.6 47.2

BL - Back-Low(0-30) 1663 12.9

BM - Back-Medium(30-60) 4365.9 33.8

BH - Back-High(60-80) 770.42 6.0

BVH - Back-Very High(80-90) 15.727 0.1

Total Back Light 6815 52.8

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 6815 0 6815

Street Side 6083.6 0 6083.6

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 5460.7

50% 3900.5

20% 1560.2

5% 390.05

2.5% 195.03

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3533

5 3680

10 3950

15 4339

20 4810

25 5332

30 5928

35 6419

40 6777

45 7120

50 7330

55 7292

60 6730

65 3960

70 516

75 141

80 55.5

85 15.0

90 12.5

10

3533

3676

3921

4291

4728

5219

5752

6179

6530

6908

7251

7353

6366

3162

423

119

51.1

14.1

12.4

20

3533

3670

3893

4199

4571

4988

5413

5784

6155

6651

7152

6685

4257

1331

273

114

50.5

12.6

11.0

30

3533

3660

3841

4093

4371

4669

4977

5269

5647

6230

6150

4151

1487

371

172

101

49.7

13.6

8.57

40

3533

3640

3779

3955

4144

4322

4471

4658

5038

5134

3599

1179

390

238

148

95.2

49.0

17.4

5.73

50

3533

3630

3733

3835

3915

3971

4012

4114

4235

3250

1044

405

291

200

142

94.7

48.8

10.6

3.18

60

3533

3607

3678

3716

3702

3662

3595

3644

3307

1566

448

326

241

174

133

103

62.8

10.9

1.66

70

3533

3599

3634

3640

3584

3477

3376

3378

2623

851

373

287

218

165

130

97.6

69.0

17.6

1.24

80

3533

3581

3600

3581

3497

3382

3319

3253

2229

847

347

269

209

158

115

80.9

57.1

19.4

1.18

90

3533

3566

3574

3536

3454

3339

3286

3242

2120

570

345

267

207

158

103

78.3

50.6

16.9

1.17

100

3533

3549

3553

3516

3433

3329

3283

3224

2153

611

347

268

207

157

109

77.5

52.7

21.3

1.18

110

3533

3544

3550

3530

3471

3383

3260

3197

2416

805

368

280

214

162

125

88.7

62.3

23.6

1.24

120

3533

3535

3550

3556

3522

3425

3309

3303

2917

1365

430

311

233

170

129

97.6

61.8

14.2

1.57

130

3533

3535

3563

3602

3597

3540

3509

3525

3565

2603

805

374

275

195

138

93.2

48.8

13.0

2.79

140

3533

3528

3578

3640

3680

3728

3776

3858

4109

4112

2602

709

360

240

157

99.7

50.8

20.5

4.94

150

3533

3521

3591

3681

3780

3917

4068

4255

4600

5160

5111

3201

1022

345

188

115

58.2

18.5

7.41

160

3533

3518

3595

3709

3870

4092

4371

4680

5055

5640

6390

6282

4063

1335

316

141

65.2

15.7

9.61

170

3533

3514

3597

3736

3942

4223

4607

5024

5458

5999

6687

7331

7024

4215

837

183

70.7

18.1

11.1

180

3533

3508

3587

3734

3968

4278

4705

5200

5685

6248

6828

7292

7493

5984

1297

214

67.6

17.8

8.64

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 98Prague100/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 98Prague100/W

DIM.: 554 x 230 x 90

SUR.: Rectangular

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 3533

5 3499

10 3576

15 3726

20 3967

25 4288

30 4701

35 5220

40 5730

45 6305

50 6928

55 7541

60 7768

65 5868

70 1309

75 186

80 83.2

85 14.6

90 7.75

200

3533

3501

3561

3695

3917

4213

4595

5040

5499

6066

6857

7575

6727

3305

685

185

66.0

13.9

6.24

210

3533

3493

3545

3661

3841

4086

4373

4697

5057

5643

6332

5722

2878

714

214

125

61.8

15.7

4.46

220

3533

3488

3525

3611

3753

3926

4084

4247

4521

4910

4459

2008

432

262

171

112

56.6

20.6

2.73

230

3533

3495

3518

3583

3674

3765

3827

3864

3953

3640

1777

409

293

212

152

108

61.1

25.3

1.71

240

3533

3492

3503

3548

3603

3613

3573

3529

3399

2262

562

330

249

183

140

108

76.4

30.6

1.43

250

3533

3500

3500

3529

3562

3540

3432

3355

2987

1329

383

288

225

174

137

104

74.2

48.3

1.41

260

3533

3506

3502

3527

3530

3483

3386

3339

2783

956

355

272

219

172

134

90.6

67.7

43.7

2.47

270

3533

3514

3525

3545

3544

3476

3367

3313

2703

865

347

269

218

174

131

89.7

65.8

39.7

1.77

280

3533

3532

3558

3596

3611

3542

3415

3307

2722

962

354

277

222

176

138

94.4

70.6

43.9

2.13

290

3533

3553

3611

3674

3718

3687

3572

3473

3006

1304

385

295

233

183

145

111

80.7

46.0

1.36

300

3533

3573

3664

3769

3869

3914

3900

3878

3652

2227

535

340

260

196

152

118

86.7

28.0

1.40

310

3533

3593

3728

3893

4070

4236

4371

4489

4633

4095

1797

440

317

231

165

121

65.9

20.9

1.77

320

3533

3616

3793

4017

4294

4591

4866

5128

5520

5908

5060

2283

572

295

189

122

57.0

18.0

3.11

330

3533

3639

3849

4149

4518

4919

5351

5732

6153

6795

7188

5891

2824

792

249

132

59.7

10.9

5.22

340

3533

3654

3896

4255

4697

5189

5730

6184

6579

7095

7662

7635

5807

2438

526

148

55.1

9.37

7.39

350

3533

3665

3936

4331

4815

5346

5944

6446

6825

7202

7508

7589

6778

3809

1044

121

49.0

10.3

9.13

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:18 August 2022 Remarks:


