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LAMP PHOTOMETRIC REPORT

MODEL: 99LED966WW

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):113.1 DEG
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TOTAL FLUX: 2223.2 lm


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  60  50- 60
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  80  70- 80

  90  80- 90
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 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

755.5 755.9 754.3 754.6 755.6 758.2 757.2 756.3 72.78 72.78 3.27

716.3 716.4 714.5 715.4 717.7 720.0 719.4 719.1 208.8 281.6 12.7

652.9 652.1 650.6 650.8 653.5 657.7 658.7 655.7 317.4 598.9 26.9

566.9 564.6 564.2 564.5 567.2 572.1 573.4 571.5 383.8 982.7 44.2

461.2 458.5 457.3 457.1 460.7 466.5 468.9 466.5 398.8 1382 62.1

340.3 337.7 336.7 335.5 339.1 346.0 350.1 346.2 360.4 1742 78.4

211.5 209.9 209.7 207.1 210.1 218.0 222.9 218.3 274.7 2017 90.7

90.05 89.69 89.69 87.24 88.04 96.17 100.5 96.26 159.7 2176 97.9

1.607 1.307 1.317 1.303 1.121 1.960 3.651 3.131 46.80 2223 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED966WW

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 769

5 765

10 756

15 738

20 716

25 688

30 653

35 613

40 567

45 517

50 461

55 402

60 340

65 277

70 212

75 148

80 90.0

85 39.9

90 1.61

10

769

765

755

739

716

687

653

612

566

516

460

402

340

276

211

148

90.0

39.7

1.33

20

769

765

755

739

716

688

652

611

564

515

460

401

339

275

211

147

89.2

39.1

1.29

30

769

764

754

738

715

686

652

611

565

514

459

400

338

274

210

148

89.7

39.0

1.29

40

769

767

756

740

716

687

653

611

565

514

459

400

337

274

210

147

89.3

38.7

1.31

50

769

766

756

740

717

687

651

611

564

513

458

399

338

274

210

148

90.1

38.7

1.31

60

769

765

755

738

715

685

650

611

564

512

458

398

337

273

210

147

89.4

38.4

1.32

70

769

764

755

738

714

685

651

610

564

513

457

399

337

274

210

148

90.0

38.4

1.32

80

769

763

754

738

715

686

650

608

563

512

457

399

336

273

209

147

89.1

37.8

1.31

90

769

766

754

740

715

685

651

610

564

513

457

399

337

273

210

148

89.7

37.9

1.32

100

769

765

755

737

715

685

652

610

564

512

457

398

336

272

209

146

88.4

37.3

1.31

110

769

766

755

738

714

686

651

610

564

512

457

398

336

272

209

147

88.4

37.2

1.31

120

769

765

755

739

715

687

650

609

563

512

457

398

336

271

207

145

88.3

36.6

1.31

130

769

767

754

738

715

686

650

611

565

513

458

399

336

272

207

145

87.2

36.5

1.31

140

769

765

755

737

715

686

651

610

565

513

457

398

335

271

207

144

87.2

36.2

1.30

150

769

766

756

741

716

688

653

612

565

516

459

400

337

272

208

145

86.6

36.3

1.30

160

769

765

754

739

715

687

653

611

565

514

459

399

337

272

207

144

87.1

36.2

1.29

170

769

767

756

740

717

689

653

613

567

516

461

401

339

274

209

146

87.2

36.9

1.28

180

769

766

756

740

718

688

653

614

567

517

461

402

339

275

210

147

88.0

37.5

1.12

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED966WW

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 769

5 766

10 756

15 740

20 716

25 689

30 653

35 614

40 567

45 517

50 462

55 403

60 340

65 276

70 211

75 147

80 89.0

85 38.4

90 1.12

200

769

767

756

741

719

690

656

615

570

519

464

404

342

278

213

150

91.4

40.1

1.12

210

769

766

756

740

718

690

655

616

569

519

464

405

343

279

215

151

92.7

41.4

1.25

220

769

767

759

742

721

692

658

617

572

521

466

407

346

282

217

155

95.6

43.3

1.65

230

769

766

758

742

719

692

658

618

572

521

467

408

346

283

219

156

96.7

44.4

2.27

240

769

767

757

742

720

693

658

619

573

523

468

410

349

285

221

158

99.0

46.0

2.79

250

769

766

756

742

720

692

658

618

573

522

468

410

349

286

222

159

99.5

46.6

3.16

260

769

766

756

741

720

692

658

619

574

523

470

411

351

286

223

160

101

47.6

3.47

270

769

765

757

741

719

693

659

619

573

523

469

411

350

287

223

160

101

47.5

3.65

280

769

767

757

741

721

693

659

619

574

523

469

412

350

287

223

161

101

47.8

3.75

290

769

767

757

742

720

692

657

618

574

523

468

410

349

285

222

159

99.7

47.0

3.65

300

769

766

757

741

719

691

658

618

573

522

468

409

348

285

221

158

99.1

46.5

3.52

310

769

767

757

741

719

692

656

617

572

521

467

409

347

282

219

156

96.7

45.1

3.29

320

769

766

756

740

719

690

655

616

571

521

466

408

346

282

218

155

95.8

44.1

2.97

330

769

766

757

741

719

691

655

617

570

520

465

407

345

281

216

153

93.7

42.7

2.59

340

769

766

755

740

717

689

654

614

569

518

464

404

343

279

215

152

92.7

41.7

2.25

350

769

768

757

740

718

689

653

614

569

517

463

404

342

278

213

150

90.8

40.6

1.89

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:


